1.LED DOWN LIGHT EPISTAR

Date : 1 October 2013

ITEM

KIND OF PRODUCT

SPECIFICATION

MARKET PRICE IN
CATALOG

MODEL : TGDLR-5E-3A

LIGHTING SOURCE : EPISTAR 5630 SMD

TOTAL POWER : 6.25W, FLUX (DW) : 365LM LIGHT
EFFICIENCY (DW) : 75LM/W

BEAM ANGLE : 130 +5 DEGREES

COLOR TEMP. : 2500K~6500K (WW/NW/DW)
INPUT VOLTAGE : AC200-265V

POWER FACTOR : >0.90

CONVERSION EFFICIENCY : >90%

CRI: Ra>75, WORKING TEMP : -20'c ~ +45'c
IP GRADE : IP44

SIZE : D90 * H60mm, CUT SIZE :
LIFE-SPAN : 50000H

75mm

1,115.4(

MODEL : TGDLR-9E-4A

LIGHTING SOURCE : EPISTAR 5630 SMD

TOTAL POWER : 10.5W, FLUX (DW) : 660LM LIGHT
EFFICIENCY (DW) : 75LM/W

BEAM ANGLE : 130 +5 DEGREES

COLOR TEMP. : 2500K~6500K (WW/NW/DW)
INPUT VOLTAGE : AC200-265V

POWER FACTOR : >0.90

CONVERSION EFFICIENCY : >90%

CRI: Ra> 75, WORKING TEMP : -20'c ~ +45'c
IP GRADE : IP44

SIZE : D130 * H70mm, CUT SIZE :
LIFE-SPAN : 50000H

115mm

1,587.3(

MODEL : TGDLR-15E-6A

LIGHTING SOURCE : EPISTAR 5630 SMD

TOTAL POWER : 16.8W, FLUX (DW) : 1050LM
EQUALITY : 105W HPS LAMP

LIGHT EFFICIENCY (DW) : 75LM/W

BEAM ANGLE : 130 +5 DEGREES

COLOR TEMP. : 2700K~6500K (WW/NW/DW)
INPUT VOLTAGE : AC200-265V

POWER FACTOR : >0.90, EQUALITY : 105

CONVERSION EFFICIENCY : >90%,
CRI: Ra> 75, WORKING TEMP : -20'c ~ +45'c

IP GRADE : IP44, SIZE : D180 * H70mm
CUT SIZE: 170mm, LIFE-SPAN : 50000H

2,702.7(

MODEL : TGDLR-18E-8A

LIGHTING SOURCE : EPISTAR 5630 SMD

TOTAL POWER : 21W, FLUX (DW) : 1350LM
EQUALITY : 130W HPS LAMP

LIGHT EFFICIENCY (DW) : 75LM/W

BEAM ANGLE : 130 +5 DEGREES

COLOR TEMP. : 2700K~6500K (WW/NW/DW)
INPUT VOLTAGE : AC200-265V

POWER FACTOR : >0.90, EQUALITY : 105

CONVERSION EFFICIENCY : >90%,
CRI: Ra> 75, WORKING TEMP : -20'c ~ +45'c

IP GRADE : IP44, SIZE : D240 * H75mm
CUT SIZE: 210mm, LIFE-SPAN : 50000H

3,389.1(




2.LED DOWN LIGHT FLAT

Date : 1 October 20

MARKET PRICE |

ITEM KIND OF PRODUCT SPECIFICATION CATALOG
1 MODEL : TGDLRF-3E-2.5A
INPUT VOLTAGE : AC200-265V
‘ DIMENSION (mm) : D90 x H69 +1 mm 446.14
CUT SIZE (mm) : 80
CCT : 3000k x 6000K
LIMINIOUS FLUX OUTPUT : 180 Im X 190 Im
&
g
2 MODEL : TGDLRF-3E-3A
INPUT VOLTAGE : AC200-265V
‘ DIMENSION (mm) : D100 x H70 +1 mm 465.04
CUT SIZE (mm) : 90
CCT : 3000k x 6000K
LIMINIOUS FLUX OUTPUT : 180 Im X 190 Im
&
g
3 MODEL : TGDLRF-5E-3.5A
INPUT VOLTAGE : AC200-265V
‘ DIMENSION (mm) : D122 x H69 +1 mm 617.76
CUT SIZE (mm) : 110
CCT : 3000k x 6000K
LIMINIOUS FLUX OUTPUT : 300 Im X 320 Im
&
g
4 MODEL : TGDLRF-7E-4A
INPUT VOLTAGE : AC200-265V
DIMENSION (mm) : D138 x H72 +1 mm 686.4(

O

&
.

CUT SIZE (mm) : 120

CCT : 3000k x 6000K

LIMINIOUS FLUX OUTPUT : 450 Im X 470 Im




2.LED DOWN LIGHT FLAT Date : 1 October 20

MARKET PRICE |

ITEM KIND OF PRODUCT SPECIFICATION CATALOG

5 MODEL : TGDLRF-9E-4A

INPUT VOLTAGE : AC200-265V

DIMENSION (mm) : D138 x H72 +1 mm 797.94

CUT SIZE (mm) : 120

CCT : 3000k x 6000K

LIMINIOUS FLUX OUTPUT : 500 Im X 560 Im

4
»

6 MODEL : TGDLRF-12E-5A

INPUT VOLTAGE : AC200-265V

DIMENSION (mm) : D170 x H74 +1 mm 1,093.94%

CUT SIZE (mm) : 150

CCT : 3000k x 6000K

LIMINIOUS FLUX OUTPUT : 720 Im X 787 Im

4
»

7 MODEL : TGDLRF-15E-6A

INPUT VOLTAGE : AC200-265V

DIMENSION (mm) : D190 x H66 1 mm 1,501.5(

CUT SIZE (mm) : 170

CCT : 3000k x 6000K

LIMINIOUS FLUX OUTPUT : 900 Im X 950 Im




3.LED DOWN LIGHT FLAT

Date : 1 October 2013

ITEM

KIND OF PRODUCT

SPECIFICATION

MARKET PRICE IN CATAL(

MODEL : TGDLR-10S-4A

Uiyt

L
Lz

LIGHTING SOURCE : SAMSUNG 5630

INPUT VOLTAGE : AC200-265V, 50/60 Hz OUTPUT
POWER : 10W

LUMINOUS FLUX (LM) : 850 Im - 950 Im
BEAM ANGLE : 130 +5 DEGREES
COLOR TEMP. : 3000K~6500K
POWER FACTOR : >0.90

RENDERING INDEX (CRI) : >80 Ra

IP RATING : IP44
MOUNTING HOLE CUT SIZE : 125mm (D)

DIMENSION (mm) : (D)140 x (L)80

1,698.84

MODEL : TGDLR-18S-6A

Uiyt

L
Lz

LIGHTING SOURCE : SAMSUNG 5630

INPUT VOLTAGE : AC200-265V, 50/60 Hz OUTPUT
POWER : 18W

LUMINOUS FLUX (LM) : 1550 Im - 1650 Im
BEAM ANGLE : 130 +5 DEGREES
COLOR TEMP. : 3000K~6500K

POWER FACTOR : >0.90

RENDERING INDEX (CRI) : >80 Ra

IP RATING : IP44
MOUNTING HOLE CUT SIZE : 170mm (D)

DIMENSION (mm) : (D)190 x (L)83

2,591.14

MODEL : TGDLR-23S-6A

Uiyt

L

LIGHTING SOURCE : SAMSUNG 5630

INPUT VOLTAGE : AC200-265V, 50/60 Hz OUTPUT
POWER : 23W

LUMINOUS FLUX (LM) : 1850 Im - 2150 Im
BEAM ANGLE : 130 +5 DEGREES
COLOR TEMP. : 3000K~6500K

POWER FACTOR : >0.90

RENDERING INDEX (CRI) : >80 Ra

IP RATING : IP44
MOUNTING HOLE CUT SIZE : 170mm (D)

DIMENSION (mm) : (D)190 x (L)83

2,711.24

MODEL : TGDLR-30S-8A

Uiyt

L
Lz

LIGHTING SOURCE : SAMSUNG 5630

INPUT VOLTAGE : AC200-265V, 50/60 Hz OUTPUT
POWER : 30W

LUMINOUS FLUX (LM) : 2550 Im - 2850 Im
BEAM ANGLE : 130 +5 DEGREES
COLOR TEMP. : 3000K~6500K

POWER FACTOR : >0.90

RENDERING INDEX (CRI) : >80 Ra

IP RATING : IP44
MOUNTING HOLE CUT SIZE : 210mm (D)

DIMENSION (mm) : (D)230 x (L)88

3,474.9(




4.LED PANEL LIGHTING

Date : 1 October 201

ITEM

KIND OF PRODUCT

SPECIFICATION

MARKET PRICE IN
CATALOG

MODEL : TGPNL-12E-30A

WORKING VOLTAGE (VAC) AC200 ~ 265V
MAIN MATERIAL : ALUMINIUM ALLOY

FRAME + PC COVER
LIFE (HOURS) : > 50000 HRS

LUMINOUS FLUX (LM) : 840 (+5%)

COLOR TEMPERATURE (CCT) : 2700 ~ 6500 K
POWER (W) : 12W

DIMENSION (IN MM) : 295 x 295 x 9.5
IP GRADE : IP44

BEAM ANGLE : 0110

1,192.6

MODEL : TGPNL-24E-30A

WORKING VOLTAGE (VAC) AC200 ~ 265V
MAIN MATERIAL : ALUMINIUM ALLOY

FRAME + PC COVER

LIFE (HOURS) : > 50000 HRS

LUMINOUS FLUX (LM) : 1680 (+5%)

COLOR TEMPERATURE (CCT) : 2700 ~ 6500 K
POWER (W) : 24W

DIMENSION (IN MM) : 295 x 295 x 9.5

IP GRADE : IP44

BEAM ANGLE : 0110"

2,016.3

MODEL : TGPNL-36E-60A

WORKING VOLTAGE (VAC) AC200 ~ 265V
MAIN MATERIAL : ALUMINIUM ALLOY

FRAME + PC COVER

LIFE (HOURS) : > 50000 HRS

LUMINOUS FLUX (LM) : 2600 (5%)

COLOR TEMPERATURE (CCT) : 2700 ~ 6500 K
POWER (W) : 36W

DIMENSION (IN MM) : 595 x 595 x 9.5

IP GRADE : IP44

BEAM ANGLE : 0110

4,255.6

MODEL : TGPNL-60E-60A

WORKING VOLTAGE (VAC) AC200 ~ 265V
MAIN MATERIAL : ALUMINIUM ALLOY

FRAME + PC COVER

LIFE (HOURS) : > 50000 HRS

LUMINOUS FLUX (LM) : 4200 (+5%)

COLOR TEMPERATURE (CCT) : 2700 ~ 6500 K
POWER (W) : 60W

DIMENSION (IN MM) : 595 x 595 x 9.5

IP GRADE : IP44

BEAM ANGLE : 0110°

5,456.84

MODEL : TGPNL-60E-120A

WORKING VOLTAGE (VAC) AC200 ~ 265V
MAIN MATERIAL : ALUMINIUM ALLOY

FRAME + PC COVER

LIFE (HOURS) : > 50000 HRS

LUMINOUS FLUX (LM) : 4200 (+5%)

COLOR TEMPERATURE (CCT) : 2700 ~ 6500 K
POWER (W) : 60W

DIMENSION (IN MM) : 1195 x 595 x 9.5

IP GRADE : IP44

BEAM ANGLE : 0110

6,143.2

MODEL : TGPNL-72E-120A

WORKING VOLTAGE (VAC) AC200 ~ 265V
MAIN MATERIAL : ALUMINIUM ALLOY

FRAME + PC COVER

LIFE (HOURS) : > 50000 HRS

LUMINOUS FLUX (LM) : 5000 (+5%)

COLOR TEMPERATURE (CCT) : 2700 ~ 6500 K
POWER (W) : 72W

DIMENSION (IN MM) : 1195 x 595 X 9.5

IP GRADE : IP44

BEAM ANGLE : 0110

7,370.23




5.SMALL SOUARE LED PANEL LIGHT

Date : 1 October 2013

MARKET PRICE IN
ITEM KIND OF PRODUCT SPECIFICATION CATALOG
1 MODEL : TGPNL-3E-9A
WORKING VOLTAGE (VAC) AC200 ~ 265V
CUT-HOLE SIZE (mm) : 70 x 70 429.00
LUMINOUS FLUX (LM) : 230-260
/ ! COLOR TEMPERATURE (CCT) : 2700 ~ 6500 K
i POWER (W) : 3W
DIMENSION (IN MM) : 92 x 92 x 20
2 MODEL : TGPNL-6E-12A
WORKING VOLTAGE (VAC) AC200 ~ 265V
CUT-HOLE SIZE (mm) : 105 x 105 686.44
LUMINOUS FLUX (LM) : 400-460
/ ! COLOR TEMPERATURE (CCT) : 2700 ~ 6500 K
i POWER (W) : 6W
DIMENSION (IN MM) : 120 x 120 x 20
3 MODEL : TGPNL-9E-15A
WORKING VOLTAGE (VAC) AC200 ~ 265V
CUT-HOLE SIZE (mm) : 130 x 130 858.0(
LUMINOUS FLUX (LM) : 630-680
/ ! COLOR TEMPERATURE (CCT) : 2700 ~ 6500 K
i POWER (W) : 9W
DIMENSION (IN MM) : 145 x 145 x 20
4 MODEL : TGPNL-12E-17A
WORKING VOLTAGE (VAC) AC200 ~ 265V
CUT-HOLE SIZE (mm) : 150 x 150 1,055.34
LUMINOUS FLUX (LM) : 900-1000
/ ! COLOR TEMPERATURE (CCT) : 2700 ~ 6500 K
i POWER (W) : 12W
DIMENSION (IN MM) : 170 x 170 x 20
5 MODEL : TGPNL-15E-19A
WORKING VOLTAGE (VAC) AC200 ~ 265V
CUT-HOLE SIZE (mm) : 180 x 180 1,226.9]
LUMINOUS FLUX (LM) : 1100-1200
/ ! COLOR TEMPERATURE (CCT) : 2700 ~ 6500 K
i POWER (W) : 15W
DIMENSION (IN MM) : 192 x 192 x 20




6.SMALL SOUARE LED PANEL LIGHT

Date : 1 October 20.

ITEM

KIND OF PRODUCT

SPECIFICATION

MARKET PRICE |
CATALOG

MODEL : TGPNL-3E-9A

o

WORKING VOLTAGE (VAC) AC200 ~ 265V
CUT-HOLE SIZE (mm) : 70

LUMINOUS FLUX (LM) : 230-260

COLOR TEMPERATURE (CCT) : 2700 ~ 6500 K
POWER (W) : 3W
DIMENSION (IN MM) : 92 x H20

429.0(

MODEL : TGPNL-6E-12A

o

WORKING VOLTAGE (VAC) AC200 ~ 265V
CUT-HOLE SIZE (mm) : 105

LUMINOUS FLUX (LM) : 400-450

COLOR TEMPERATURE (CCT) : 2700 ~ 6500 K
POWER (W) : 6W
DIMENSION (IN MM) : 120 x H20

686.40

MODEL : TGPNL-9E-15A

o

WORKING VOLTAGE (VAC) AC200 ~ 265V
CUT-HOLE SIZE (mm) : 130

LUMINOUS FLUX (LM) : 630-680

COLOR TEMPERATURE (CCT) : 2700 ~ 6500 K
POWER (W) : 9W
DIMENSION (IN MM) : 145 x H20

858.00

MODEL : TGPNL-12E-17A

IR

WORKING VOLTAGE (VAC) AC200 ~ 265V
CUT-HOLE SIZE (mm) : 150

LUMINOUS FLUX (LM) : 900-1000

COLOR TEMPERATURE (CCT) : 2700 ~ 6500 K
POWER (W) : 12W
DIMENSION (IN MM) : 170 x H20

1,055.34

MODEL : TGPNL-15E-19A

o

WORKING VOLTAGE (VAC) AC200 ~ 265V
CUT-HOLE SIZE (mm) : 180

LUMINOUS FLUX (LM) : 630-680

COLOR TEMPERATURE (CCT) : 2700 ~ 6500 K
POWER (W) : 15W
DIMENSION (IN MM) : 192 x H20

1,226.94




7.LED CEILING SPORTLIGHT

Date : 1 October 201

ITEM

KIND OF PRODUCT

SPECIFICATION

MARKET PRICE IN
CATALOG

MODEL : TGSLR-3E-3A

N
e

™

INPUT VOLTAGE : AC200-265V

EFFICIENCY : >70%, INPUT POWER : 4.5W, OUTPUT POWER : 3W

LUMINOUS FLUX OUTPUT : >180 LUMENS
RENDERING INDEX (CRI) : 60-80

TOTAL SIZE : D85 x H40 +1 mm, CUT SIZE : 75 mm
BEAM ANGLE : 45 +5 DEGREES

LIGHT SOURCE : EPISTAR 3*1W HIGH POWER LED

COLOR TEMPERATURE (CCT). : 2800-8000K, ALUMINIUM HOUSING
COLOR : ARGENT

OPERATING TEMPERATURE : -20~45'C
STORAGE TEMPERATURE : -30~65'C

343.2(

MODEL : TGSLR-5E-4A

N
e

™

INPUT VOLTAGE : AC200-265V
EFFICIENCY : >75%, INPUT POWER : 7W, OUTPUT POWER : 5W

LUMINOUS FLUX OUTPUT : >300 LUMENS
RENDERING INDEX (CRI) : 60-80

TOTAL SIZE : D109 x H62 +1 mm, CUT SIZE : 95 mm
BEAM ANGLE : 45 +5 DEGREES

LIGHT SOURCE : EPISTAR 5*1W HIGH POWER LED

COLOR TEMPERATURE (CCT). : 2800-8000K, ALUMINIUM HOUSING
COLOR : ARGENT

OPERATING TEMPERATURE : -20~45'C
STORAGE TEMPERATURE : -30~65 'C

489.04

MODEL : TGSLR-7E-4A

N
e

™

INPUT VOLTAGE : AC200-265V
EFFICIENCY : >80%, INPUT POWER : 9W, OUTPUT POWER : 7W

LUMINOUS FLUX OUTPUT : >420 LUMENS
RENDERING INDEX (CRI) : 60-80

TOTAL SIZE : D109 x H62 +1 mm, CUT SIZE : 95 mm
BEAM ANGLE : 45 +5 DEGREES

LIGHT SOURCE : EPISTAR 7*1W HIGH POWER LED

COLOR TEMPERATURE (CCT). : 2800-8000K, ALUMINIUM HOUSING
COLOR : ARGENT

OPERATING TEMPERATURE : -20~45'C
STORAGE TEMPERATURE : -30~65 'C

806.54

MODEL : TGSLR-9E-5A

N
e

™

INPUT VOLTAGE : AC200-265V

POWER FACTOR : >0.8, EFFICIENCY : >80%, INPUT POWER : 10W,
OUTPUT POWER : 9W

LUMINOUS FLUX OUTPUT : >540 LUMENS
RENDERING INDEX (CRI) : 60-80

TOTAL SIZE : D137 x H70 £1 mm, CUT SIZE : 115 mm
BEAM ANGLE : 45 +5 DEGREES

LIGHT SOURCE : EPISTAR 9*1W HIGH POWER LED

COLOR TEMPERATURE (CCT). : 2800-8000K, ALUMINIUM HOUSING
COLOR : ARGENT

OPERATING TEMPERATURE : -20~45'C
STORAGE TEMPERATURE : -30~65 'C

1,226.91

MODEL : TGSLR-12E-5A

INPUT VOLTAGE : AC200-265V

POWER FACTOR : >0.8, EFFICIENCY : >82%, INPUT POWER : 14W,
OUTPUT POWER : 12W

LUMINOUS FLUX OUTPUT : >720 LUMENS
RENDERING INDEX (CRI) : 60-80

TOTAL SIZE : D137 x H70 £1 mm, CUT SIZE : 115 mm
BEAM ANGLE : 45 +5 DEGREES

LIGHT SOURCE : EPISTAR 12*1W HIGH POWER LED

COLOR TEMPERATURE (CCT). : 2800-8000K, ALUMINIUM HOUSING
COLOR : ARGENT

OPERATING TEMPERATURE : -20~45'C
STORAGE TEMPERATURE : -30~65'C

1,355.64




8.LED CEILING LAMP

Date : 1 October 201

ITEM

KIND OF PRODUCT

SPECIFICATION

MARKET PRICE IN
CATALOG

MODEL : TGCL-9E-13A

POLARITY : BIPOLAR PROTECTION

INPUT VOLTAGE : AC200-265V,
INPUT POWER : 10W. OUTPUT POWER : 9W

LUMINOUS FLUX OUTPUT : >540 LUMENS
EFFICIENCY : >80%

BEAM ANGLE : 180 +5 DEGREES
RENDERING INDEX : 60-80

LIGHT SOURCE : EPISTAR SMD LED

COLOR TEMPERATURE : 2800-8000K
DIMENSION : D329 x H87.3 £1 mm

ALUMINIUM HOUSING COLOR : SILVER GRAY

LED'S OPERATING LIFE :50,000HOURS

1,132.5§

MODEL : TGCL-15E-13A

POLARITY : BIPOLAR PROTECTION

INPUT VOLTAGE : AC200-265V,
INPUT POWER : 17.5W. OUTPUT POWER:

LUMINOUS FLUX OUTPUT : >1000 LUMENS
EFFICIENCY : >85%

BEAM ANGLE : 180 +5 DEGREES
RENDERING INDEX : 60-80

LIGHT SOURCE : EPISTAR SMD LED

COLOR TEMPERATURE : 2800-8000K
DIMENSION : D338 x H83 £1 mm

ALUMINIUM HOUSING COLOR : SILVER GRAY

LED'S OPERATING LIFE :50,000HOURS

1,510.04

MODEL : TGCL-20E-16A

POLARITY : BIPOLAR PROTECTION

INPUT VOLTAGE : AC200-265V,
INPUT POWER : 23W. OUTPUT POWER : 20W

LUMINOUS FLUX OUTPUT : >1200 LUMENS
EFFICIENCY : >85%

BEAM ANGLE : 180 +5 DEGREES
RENDERING INDEX : 60-80

LIGHT SOURCE : EPISTAR SMD LED

COLOR TEMPERATURE : 2800-8000K
DIMENSION : D420 x H110 £1 mm

ALUMINIUM HOUSING COLOR : SILVER GRAY

LED'S OPERATING LIFE :50,000HOURS

1,844.7(




9.PIR SENSOR LED CEILING LAMP

Date : 1 October 20.

ITEM

KIND OF PRODUCT

SPECIFICATION

MARKET PRICE |
CATALOG

MODEL : TGCLX-6E-12A

Vg N
| ¢

NS

N

POLARITY : BIPOLAR PROTECTION

INPUT VOLTAGE : AC200-265V,
INPUT POWER : 6.5W, OUTPUT POWER :

LUMINOUS FLUX OUTPUT : >500 LUMENS
EFFICIENCY : >85%

BEAM ANGLE : 180 +5 DEGREES
RENDERING INDEX : 60-80

LIGHT SOURCE : EPISTAR SMD LED

COLOR TEMPERATURE : 2800-8000K
DIMENSION : D300 x H95 £1 mm

PIR MOTION SENSOR CONTROL

SENSING RANGE : WITHIN 6 METERS

900.9¢

MODEL : TGCLX-12E-13A

POLARITY : BIPOLAR PROTECTION

INPUT VOLTAGE : AC200-265V,
INPUT POWER : 17.5W. OUTPUT POWER:

LUMINOUS FLUX OUTPUT : >1000 LUMENS
EFFICIENCY : >85%

BEAM ANGLE : 180 +5 DEGREES
RENDERING INDEX : 60-80

LIGHT SOURCE : EPISTAR SMD LED

COLOR TEMPERATURE : 2800-8000K
DIMENSION : D338 x H83 +1 mm

PIR MOTION SENSOR CONTROL

SENSING RANGE : WITHIN 6 METERS

1,372.8(




10.LED T8 Tube

Date : 1 October 201

ITEM

KIND OF PRODUCT

SPECIFICATION

MARKET PRICE IN
CATALOG

MODEL : TGT8-8E-6A

BASE TYPE : G13,
INPUT VOLTAGE : AC220-265V

(NOT INCLUDEING PINS)

POWER FACTOR : >0.85, EFFICIENCY : >88%

INPUT POWER : 9W, OUTPUT POWER : 8W
I HIMINOUIS FILUX OUTPUT - >600 1 LIMENS

(MILKY COVER) >650 LUMENS (CLEAR COVER)
RENDERING INDEX : 60-80

BEAM ANGLE : 150 +5 DEGREES

OPERATING TEMPERATURE : -20~45'C

STORAGE TEMPERATURE : -30~+65'C

COLOR TEMPERATURE : 2800-8000K,
Al LIMINILIM HOUISING COI OR - WHITF

+ SILVER ALUMINUM BODY
DIMENSION : L588 x D26 +1 mm

489.04

MODEL : TGT8-12E-9A

BASE TYPE : G13,
INPUT VOLTAGE : AC220-265V

(NOT INCLUDEING PINS)

POWER FACTOR : >0.9, EFFICIENCY : >85%

INPUT POWER : 12W, OUTPUT POWER : 14W
IHIMINOLUIS FILUX OUTPUT - >900 1 LIMENS

(MILKY COVER) >950 LUMENS (CLEAR COVER)
RENDERING INDEX : 60-80

BEAM ANGLE : 150 +5 DEGREES

OPERATING TEMPERATURE : -20~45'C

STORAGE TEMPERATURE : -30~+65 'C

COLOR TEMPERATURE : 2800-8000K,
Al LIMINILIM HOUISING COI OR - WHITF

+ SILVER ALUMINUM BODY
DIMENSION : L893.5 x D26 +1 mm

772.2(

MODEL : TGT8-16E-12A

BASE TYPE : G13,
INPUT VOLTAGE : AC220-265V

(NOT INCLUDEING PINS)

POWER FACTOR : >0.9, EFFICIENCY : >88%

INPUT POWER : 18W, OUTPUT POWER : 16W
I UMINOUS FI UX OUTPUT = >1200 | LIMENS

(MILKY COVER) >1300 LUMENS (CLEAR COVER
RENDERING INDEX : 60-80

BEAM ANGLE : 150 +5 DEGREES

OPERATING TEMPERATURE : -20~45'C

STORAGE TEMPERATURE : -30~+65 'C

COLOR TEMPERATURE : 2800-8000K,
Al UMINIUM HOUSING COI OR : WHITF

+ SILVER ALUMINUM BODY
DIMENSION : L1198 x D26 +1 mm

815.1¢

MODEL : TGT8-20E-12A

BASE TYPE : G13,
INPUT VOLTAGE : AC220-265V

(NOT INCLUDEING PINS)

POWER FACTOR : >0.9, EFFICIENCY : >90%

INPUT POWER : 22W, OUTPUT POWER : 20W
I UUMINOUS FI UX OUTPUT - >1450 | LIMENS

(MILKY COVER) >1500 LUMENS (CLEAR COVER
RENDERING INDEX : 60-80

BEAM ANGLE : 150 +5 DEGREES

OPERATING TEMPERATURE : -20~45'C

STORAGE TEMPERATURE : -30~+65 'C

COLOR TEMPERATURE : 2800-8000K,
Al LUMINIUM HOUISING COI OR : WHITF

+ SILVER ALUMINUM BODY
DIMENSION : L1198 x D26 +1 mm

978.14




11.LED T8 Tube SMD2835

Date : 1 October 201

ITEM

KIND OF PRODUCT

SPECIFICATION

MARKET PRICE IN

CATALOG

MODEL : TGT8-8E2-6A

BASE TYPE : G13, LED CHIP : SMD2835
INPUT VOLTAGE : AC200-265V

<=

EUUUIJDUUUUDDUOUUUUUUDUC

(NOT INCLUDEING PINS)

LED RATED POWER : 8W

DRIVER TYPE : BUILT-IN @ 8W
LUMINOUS FLUX : 900Im,

LUMINOUS EFFICACY : 90Im/W

557.70

COLOR RENDING INDEX (CRI) : >70Ra
BEAM ANGLE : 120 + /-5 DEGREES

IP RATING : IP 50

COLOR TEMPERATURE : COOL WHITE 55004
6500K

CASING MATERIAL : 6063 ALUMINUM ALLOY
+ PC UNIT WEIGHT : 208 g

DIMENSION : L588 x D26

CASING COLOUR : NATURAL ALUMINIUM

MODEL : TGT8-18E2-12A

BASE TYPE : G13, LED CHIP : SMD2835
INPUT VOLTAGE : AC220-265V

<=

EUUUIJDUUUUDDUOUUUUUUDUC

(NOT INCLUDEING PINS)

LED RATED POWER : 18W

DRIVER TYPE : BUILT-IN @ 18W
LUMINOUS FLUX : 1775Im,

LUMINOUS EFFICACY : 90Im/W

892.37

COLOR RENDING INDEX (CRI) : >70Ra
BEAM ANGLE : 120 + /-5 DEGREES

IP RATING : IP 50

COLOR TEMPERATURE : COOL WHITE 55004
6500K

CASING MATERIAL : 6063 ALUMINUM ALLOY
+ PC UNIT WEIGHT : 380 g

DIMENSION : L1198 x D26

CASING COLOUR : NATURAL ALUMINIUM




12.LED T8 Tube SMD2835 Sensor

Date : 1 October 2013

ITEM

KIND OF PRODUCT

SPECIFICATION

MARKET PRICE IN CATA

MODEL : TGT8-08E2DX-6A

BASE TYPE : G13, LED CHIP : SMD2835
INPUT VOLTAGE : AC200-265V

(NOT INCLUDEING PINS)

LED RATED POWER : 8W, DIMMING
SENSOR

DRIVER TYPE : BUILT-IN @ 8W
LUMINOUS FLUX : 900Im,

LUMINOUS EFFICACY : 90Im/W
COLOR RENDING INDEX (CRI) : >70Ra
BEAM ANGLE : 120 + /-5 DEGREES

IP RATING : IP 50

COLOR TEMPERATURE : COOL WHITE
5500-6500K

CASING MATERIAL : 6063 ALUMINUM
ALLOY + PC UNIT WEIGHT : 208 g

DIMENSION : L588 x D26

CASING COLOUR : NATURAL ALUMINIUM

652.04

MODEL : TGT8-18E2DX-12A

BASE TYPE : G13, LED CHIP : SMD2835
INPUT VOLTAGE : AC220-265V

(NOT INCLUDEING PINS)

LED RATED POWER : 18W, DIMMING
SENSOR

DRIVER TYPE : BUILT-IN @ 18W
LUMINOUS FLUX : 1775Im,

LUMINOUS EFFICACY : 90Im/W
COLOR RENDING INDEX (CRI) : >70Ra
BEAM ANGLE : 120 + /-5 DEGREES

IP RATING : IP 50

COLOR TEMPERATURE : COOL WHITE
5500-6500K

CASING MATERIAL : 6063 ALUMINUM
ALLOY + PC UNIT WEIGHT : 380 g

DIMENSION : L1198 x D26

CASING COLOUR : NATURAL ALUMINIUM

995.24




13.AR111 LED SPORTLIGHT

Date : 1 October 2013

ITEM

KIND OF PRODUCT

SPECIFICATION

MARKET PRICE IN
CATALOG

MODEL : TGAR1-5E-G53

INPUT VOLTAGE : 12VDC / (AC200-265V)

LINE FREQUENCY : 50-60 Hz,
LIGHT SOURCE : 1W LEDs. LEDs OUANTITY :

POWER : 5W, LUMEN : 400-430 LM
COLOR TEMPERATURE : 2700-6500K, CRI : >75
BEAM ANGLE : 30, 45', 60", 120’

LAMP BASE : G53 (GU10 OPTIONAL)

DI MENSI ON (mm) : 61117 68}

OPERATING TEMPERATURE : -20'C~+50'C
WORK HUMIDITY : <90%

MATERIAL : EXTRUDED ALUMINUM HOUSING

LIFE SPAN : 50,000 hours

1,063.9]

MODEL : TGAR1-9E-G53

INPUT VOLTAGE : 12VDC / (AC200-265V)

LINE FREQUENCY : 50-60 Hz,
LIGHT SOURCE : 1W LEDs. LEDs OUANTITY :

POWER : 9W, LUMEN : 720-750 LM
COLOR TEMPERATURE : 2700-6500K, CRI : >75
BEAM ANGLE : 30, 45, 60', 120'

LAMP BASE : G53 (GU10 OPTIONAL)

DI MENSI ON (mm) : 01117 68}

OPERATING TEMPERATURE : -20'C~+50'C
WORK HUMIDITY : <90%

MATERIAL : EXTRUDED ALUMINUM HOUSING

LIFE SPAN : 50,000 hours

1,364.2}

MODEL : TGAR1-18E-G53

INPUT VOLTAGE : 12VDC / (AC200-265V)

LINE FREQUENCY : 50-60 Hz,
LIGHT SOURCE : 1W LEDs. LEDs OUANTITY :

POWER : 18W, LUMEN : 1050-1100 LM
COLOR TEMPERATURE : 2700-6500K, CRI : >75
BEAM ANGLE : 30, 45, 60', 120'

LAMP BASE : G53 (GU10 OPTIONAL)

DI MENSI ON (mm) : 01117 68}

OPERATING TEMPERATURE : -20'C ~+ 50 'C
WORK HUMIDITY : <90%

MATERIAL : EXTRUDED ALUMINUM HOUSING

LIFE SPAN : 50,000 hours

1,673.1




14.PAR30 LED SPORTLIGHT

Date : 1 October 201

MARKET PRICE IN

ITEM KIND OF PRODUCT SPECIFICATION CATALOG
1 MODEL : TGPAR30U-12E-AE27 BASE TYPE : E27 /| E26
MODEL : TGPARSOU-12E-AE26 || ED CHIP : EPISTAR, CHIP QUANTITY USED : 7*2W
LED RATED POWER : 12W
DRIVER TYPE : INTERNAL 1,415.7(

- —ﬁ*
" B 4
h

POWER FACTOR : >93%
INPUT VOLTAGE : AC200-265V
LUMINOUS EFFICACY (LEDs) : 70~80 Im/W

LUMINOUS FLUX (LUMINAIRE) : 800Im

BEAM ANGLE : 24, IP RATING : 1P40,
COLOR TEMPERATURE : 2700-6500K

CASING MATERIAL : PC&ALUMINIUM ALLOY, GREY

DIMENSION : H115mm x D95mm, WEIGHT : 260g




15.PAR30 PAR38 LED SPORTLIGHT

Date : 1 October 201.

MARKET PRICE IN
ITEM KIND OF PRODUCT SPECIFICATION CATALOG
1 MODEL : TGCIJPAR30-9E-E27A BASE TYPE : E27 / E26, POWER FACTOR : >0.9
MODEL : TGCIPAR30-9E-E26A  IEFFICIENCY : >80%, INPUT VOLTAGE : AC200-265V
INPUT POWER : 10W, OUTPUT POWER : 9W
LUMINOUS FLUX OUTPUT : >500LUMEN 1,304.1
RENDING INDEX (CRI) : >75
BEAM ANGLE : 22 +5 DEGREES
OPERATING TEMPERATURE : -20~45 'C
STORAGE TEMPERATURE : -30~65 'C
LIGHT SOURCE : EPISTAR 1W HIGH POWER LED
COLOR TEMPERATURE : 2700-8000K
ALUMINUM HOUSING COLOR : BLACK, SILVER GREY
DIMENSION : H107mm x D92 +1mm, WEIGHT : 210 +5g
2 MODEL : TGCJPAR38-12E-E27A  |BASE TYPE : E26 / E27, POWER FACTOR : >0.9
MODEL : TGCIPARSE-12E-E26A  |EFFICIENCY : >80%, INPUT VOLTAGE : AC200-265V
INPUT POWER : 13W, OUTPUT POWER : 12W
LUMINOUS FLUX OUTPUT : >720LUMEN 1,450.04
RENDING INDEX (CRI) : >75
BEAM ANGLE : 30 +5 DEGREES
OPERATING TEMPERATURE : -20~45 'C
STORAGE TEMPERATURE : -30~65 'C
LIGHT SOURCE : EPISTAR 1W HIGH POWER LED
COLOR TEMPERATURE : 2800-8000K
ALUMINUM HOUSING COLOR : BLACK, SILVER GREY
DIMENSION : H133mm x D122 +1mm, WEIGHT : 450 +5g




16.PAR30 PAR38 DIM LED SPORTLIGHT

Date : 1 October 201

ITEM

KIND OF PRODUCT

SPECIFICATION

MARKET PRICE IN
CATALOG

MODEL : TGPAR30-12E-E26

MODEL : TGPAR30-12E-E27

D & 4

DIMMABLE

i

a)

— J

BASE TYPE : E26 / E27, POWER FACTOR : >0.9

EFFICIENCY : >80%, INPUT VOLTAGE : AC200-265V
INPUT POWEFER - 13W OUITPUT POWFR * 12W

LUMINOUS FLUX OUTPUT : >700LUMEN
RENDING INDEX (CRI) : >75

BEAM ANGLE : 25', 40, 60', 160’
OPERATING TEMPERATURE : -20~45'C

STORAGE TEMPERATURE : -30~65'C

LIGHT SOURCE : BRIDGELUX 2W HIGH POWER LED
C0OlI OR TFMPFRATILIRF (CCT) - 2700-8000K

ALUMINUM HOUSING COLOR : SILVER
DIMENSION : H99mm x D95 +1mm, WEIGHT : 210 +5¢g

1,544 .4

MODEL : TGPAR30-12E-E26DIM

MODEL : TGPAR30-12E-E27DIM

D @& 4

DIMMABLE

i

o

— J

BASE TYPE : E26 / E27, POWER FACTOR : >0.9

EFFICIENCY : >80%, INPUT VOLTAGE : AC200-265V
INPUT POWFR - 13W OUITPLT POWFR * 12W

LUMINOUS FLUX OUTPUT : >700LUMEN
RENDING INDEX (CRI) : >75

BEAM ANGLE : 25', 40', 60', 160’
OPERATING TEMPERATURE : -20~45'C

STORAGE TEMPERATURE : -30~65 'C

LIGHT SOURCE : BRIDGELUX 2W HIGH POWER LED
COI OR TEMPFRATIIRF (CCTY - 2700-8000K

ALUMINUM HOUSING COLOR : SILVER
DIMENSION : H99mm x D95 +1mm, WEIGHT : 210 +5¢g

1,973.4

MODEL : TGPAR38-18E-E26

MODEL : TGPAR38-18E-E27

D @& 4

DIMMABLE

i

a)

— J

BASE TYPE : E26 / E27, POWER FACTOR : >0.9

EFFICIENCY : >80%, INPUT VOLTAGE : AC200-265V
INPUT POWFR : 19W. OUTPUT POWFR : 18W

LUMINOUS FLUX OUTPUT : >1200LUMEN
RENDING INDEX (CRI) : >75

BEAM ANGLE : 25', 40', 60', 160'
OPERATING TEMPERATURE : -20~45'C

STORAGE TEMPERATURE : -30~65 'C

LIGHT SOURCE : BRIDGELUX 2W HIGH POWER LED
COl OR TEFMPFRATLIRF (CCT) : 2800-8000K

ALUMINUM HOUSING COLOR : SILVER
DIMENSION : H99mm x D95 +1mm, WEIGHT : 450 +5¢g

2,299.44

MODEL : TGPAR38-18E-E26DIM

MODEL : TGPAR38-18E-E27DIM

-‘S‘@ =

/
2 @
o &

— J

BASE TYPE : E26 / E27, POWER FACTOR : >0.9

EFFICIENCY : >80%, INPUT VOLTAGE : AC200-265V
INPUT POWFR - 19W. OUTPUT POWFR - 18W

LUMINOUS FLUX OUTPUT : >1200LUMEN
RENDING INDEX (CRI) : >75

BEAM ANGLE : 25', 40', 60', 160'
OPERATING TEMPERATURE : -20~45'C

STORAGE TEMPERATURE : -30~65 'C

LIGHT SOURCE : BRIDGELUX 2W HIGH POWER LED
COlI OR TEFMPFRATLIRF (CCT) : 2800-8000K

ALUMINUM HOUSING COLOR : SILVER
DIMENSION : H99mm x D95 +1mm, WEIGHT : 450 +5¢g

2,299.44




17.LED CANDLE BULB

Date : 1 October 201

ITEM

KIND OF PRODUCT

SPECIFICATION

MARKET PRICE IN
CATALOG

MODEL : TGCBH - 3E - YYA

BASE TYPE : E12/E14/E17 / E27 / B22

INPUT VOLTAGE : AC200-265V, OUTPUT POWER :

3W LUMINOUS FLUX OUTPUT : 220-260 LUMENS
RENDING INDEX (CRI) : >80

BEAM ANGLE : 360 DEGREES
OPERATING TEMPERATURE : -20~45'C
STORAGE TEMPERATURE : -30~65'C

LIGHT SOURCE : SAMSUNG SMD LED

COLOR TEMPERATURE (CCT) : 2400-6500K
ALUMINUM HOUSING COLOR : SILVER

DIMENSION : H132*D35mm

531.96

MODEL : TGCBH - 3E - YYADIM

BASE TYPE : E12/E14 / E17 / E27 | B22

INPUT VOLTAGE : AC200-265V, OUTPUT POWER :

3W LUMINOUS FLUX OUTPUT : 220-260 LUMENS
RENDING INDEX (CRI) : >80

BEAM ANGLE : 360 DEGREES
OPERATING TEMPERATURE : -20~45'C
STORAGE TEMPERATURE : -30~65 'C

LIGHT SOURCE : SAMSUNG SMD LED

COLOR TEMPERATURE (CCT) : 2400-6500K
ALUMINUM HOUSING COLOR : SILVER

DIMENSION : H132*D35mm

609.18

MODEL : TGCB - 3E - YYA

BASE TYPE : E12/E14/E17/E27/ B22

INPUT VOLTAGE : AC200-265V, OUTPUT POWER :

3W LUMINOUS FLUX OUTPUT : 220-260 LUMENS
RENDING INDEX (CRI) : >80

BEAM ANGLE : 360 DEGREES
OPERATING TEMPERATURE : -20~45'C
STORAGE TEMPERATURE : -30~65 'C

LIGHT SOURCE : SAMSUNG SMD LED

COLOR TEMPERATURE (CCT) : 2400-6500K
ALUMINUM HOUSING COLOR : SILVER

DIMENSION : H110*D35mm

531.96




17.LED CANDLE BULB

Date : 1 October 201

ITEM

KIND OF PRODUCT

SPECIFICATION

MARKET PRICE IN
CATALOG

MODEL : TGCB - 3E - YYADIM

BASE TYPE : E12/E14/E17/ E27 / B22

INPUT VOLTAGE : AC200-265V, OUTPUT POWER :

3W LUMINOUS FLUX OUTPUT : 220-260 LUMENS
RENDING INDEX (CRI) : >80

BEAM ANGLE : 360 DEGREES
OPERATING TEMPERATURE : -20~45'C
STORAGE TEMPERATURE : -30~65'C

LIGHT SOURCE : SAMSUNG SMD LED

COLOR TEMPERATURE (CCT) : 2400-6500K
ALUMINUM HOUSING COLOR : SILVER

DIMENSION : H110*D35mm

609.18§

MODEL : TGCBR - 3E - YYA

BASE TYPE : E12/E14/ E17 / E27 | B22

INPUT VOLTAGE : AC200-265V, OUTPUT POWER :

3W LUMINOUS FLUX OUTPUT : 220-260 LUMENS
RENDING INDEX (CRI) : >80

BEAM ANGLE : 360 DEGREES
OPERATING TEMPERATURE : -20~45'C
STORAGE TEMPERATURE : -30~65 'C

LIGHT SOURCE : SAMSUNG SMD LED

COLOR TEMPERATURE (CCT) : 2400-6500K
ALUMINUM HOUSING COLOR : SILVER

DIMENSION : H105*D55mm

557.70

MODEL : TGCBR - 3E - YYADIM

BASE TYPE : E12/E14/E17/E27/ B22

INPUT VOLTAGE : AC200-265V, OUTPUT POWER :

3W LUMINOUS FLUX OUTPUT : 220-260 LUMENS
RENDING INDEX (CRI) : >80

BEAM ANGLE : 360 DEGREES
OPERATING TEMPERATURE : -20~45'C
STORAGE TEMPERATURE : -30~65 'C

LIGHT SOURCE : SAMSUNG SMD LED

COLOR TEMPERATURE (CCT) : 2400-6500K
ALUMINUM HOUSING COLOR : SILVER

DIMENSION : H105*D55mm

626.34




18.LED SPORTLIGHT

Date : 1 October 201

ITEM

KIND OF PRODUCT

SPECIFICATION

MARKET PRICE IN
CATALOG

MODEL : TGMR16 - 3E - 5A

BASE TYPE : MR16(G5.3)
INFUI VOLIAGE : DC/ACL1Z2V
1 IGHT QOLIRCE * 2%1W HIGH POWER | FN

LUMINOUS FLUX : 240Im,
CRI>70
BEAM ANGLE : 30/45/60 DEGREES

COLOR TEMPERATURE (CCT) : 2700-8000K
MATERIALS | EXTRUDED ALUMINUM
HOILIKQINICE + DMNMA

PRODUCT SIZE: 50*50mm

411.84

MODEL : TGSL- 3E - GU10

BASE TYPE : GU10
INPUI VOLIAGE ! ACZ0U-2b5V
1IGHT QOLIRCE * 2%1W HIGH POWER | FN

LUMINOUS FLUX : 240Im,
CRI>70
BEAM ANGLE : 30/45/60 DEGREES

COLOR TEMPERATURE (CCT) : 2700-8000K
MAITERIALS | EXIRUDED ALUMINUM
HOIIQINIR + PMMA

PRODUCT SIZE: 50*61mm

411.84

MODEL : TGMR16 - 6E - 5A

—a
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BASE TYPE : MR16(G5.3)
INPFUI VOLIAGE : DC/ACL12V
1IGHT QNI IRCE + 2*0\\ HICH POWFEFR | EDN

LUMINOUS FLUX : 360Im,
CRI>70
BEAM ANGLE : 30/45/60 DEGREES

COLOR TEMPERATURE (CCT) : 2700-8000K
MAITERIALS | EXIRUDED ALUMINUM
HOIIKING + PMMA

PRODUCT SIZE: 50*50mm

531.96

MODEL : TGSL- 6E - GU10

BASE TYPE : GU10
INFUI VOLIAGE | ACZUU-ZbbV
1HIGHT QOLIRCE - 2%\ HIGH POWER | EN

LUMINOUS FLUX : 360Im,
CRI>70
BEAM ANGLE : 30/45/60 DEGREES

COLOR TEMPERATURE (CCT) : 2700-8000K
MAITERIALS | EXIRUDED ALUMINUM
HOIIKING + PMMA

PRODUCT SIZE: 50*59mm

531.99




18.LED SPORTLIGHT

Date : 1 October 201

ITEM

KIND OF PRODUCT

SPECIFICATION

MARKET PRICE IN
CATALOG

MODEL : TGMR16U - 6E - 5A

nUa
S -

BASE TYPE : MR16(G5.3)
INFUI VOLIAGE : DCIAC12V
WATTACGF - R\

LIGHT SOURCE : 4*1.5W HIGH POWER LEDs
LUMINOUS FLUX : 450Im

RENDERING INDEX (CRI) : >70

BEAM ANGLE : 24'/ 36'

COLOR TEMPERATURE : 2500-6500K
SHELL MAITERIAL : ALUMINIUM ALLOY + PC
I IEFE QPANI * 20NNNhre

DIMENSION : H48.5mm X D50mm
WEIGHT : 70g

531.99

MODEL : TGSLU- 6E - GU10

BASE TYPE : GU10
INFUI VOLIAGE : ACZUU-Z2b5V SU/6UHZ
WATTAGE - AW

LIGHT SOURCE : 4*1.5W HIGH POWER LEDs
LUMINOUS FLUX : 450Im

RENDERING INDEX (CRI) : >70

BEAM ANGLE : 24' / 36'

COLOR TEMPERATURE : 2500-6500K
SHELL MAITERIAL : ALUMINIUM ALLOY + PC
I IFF QP AN - 20NNNhre

DIMENSION : H48.5mm X D56mm
WEIGHT : 80g

574.89




19.LED BULB LIGHT

Date : 1 October 201:

ITEM

KIND OF PRODUCT

SPECIFICATION

MARKET PRICE IN
CATALOG

MODEL : TGB - 7E - AE27

BASE TYPE : E27

INPUT VOLTAGE : AC200-265V 50/60Hz
WATTAGE : 7W

LED CHIP : SMD3014

LUMINOUS FLUX : 570Im (MILKY); 600Im
(CLEAR)

RENDERING INDEX (CRI) : >80
COLOR TEMPERATURE : 2700-6500K

SHELL MATERIAL : ALUMINIUM ALLOY + PC

LIFE SPAN : >40000hrs
DIMENSION : H110mm X D60mm

540.54

MODEL : TGB - 9E - AE27

BASE TYPE : E27

INPUT VOLTAGE : AC200-265V 50/60Hz
WATTAGE : 9W

LED CHIP : SMD3014

LUMINOUS FLUX : 720Im (MILKY); 770Im
(CLEAR)

RENDERING INDEX (CRI) : >80
COLOR TEMPERATURE : 2700-6500K
SHELL MATERIAL : ALUMINIUM ALLOY + PC

LIFE SPAN : >40000hrs
DIMENSION : H110mm X D60mm

617.74

MODEL : TGB - 4E - AEYY - WW

BASE TYPE : E27 / E26 / B22

INPUT VOLTAGE : AC200-265V 50/60Hz
WORKING TEMPERATURE (C" : -30 ~ 50

LIFE SPAN : >40000hrs

LUMINOUS FLUX : 320Im

COLOR TEMPERATURE : 2700-3500K
POWER WATTAGE : 4W
RENDERING INDEX (CRI) : >75

LIGHTING EFFICIENCY : 80 LM/W
SIZE DIMENSION : H110mm X D60mm

394.69

MODEL : TGB - 4E - AEYY - PW

BASE TYPE : E27 / E26 / B22

INPUT VOLTAGE : AC200-265V 50/60Hz
WORKING TEMPERATURE (C" : -30 ~ 50

LIFE SPAN : >40000hrs

LUMINOUS FLUX : 340Im

COLOR TEMPERATURE : 5500-6500K
POWER WATTAGE : 4W
RENDERING INDEX (CRI) : >75

LIGHTING EFFICIENCY : 85 LM/W
SIZE DIMENSION : H110mm X D60mm

394.69




19.LED BULB LIGHT

Date : 1 October 201:

ITEM

KIND OF PRODUCT

SPECIFICATION

MARKET PRICE IN
CATALOG

MODEL : TGB - 7E - AEYY - WW

BASE TYPE : E27 / E26 / B22

INPUT VOLTAGE : AC200-265V 50/60Hz
WORKING TEMPERATURE (C" : -30 ~ 50

LIFE SPAN : >40000hrs

LUMINOUS FLUX : 570lm

COLOR TEMPERATURE : 2700-3500K
POWER WATTAGE : 7TW
RENDERING INDEX (CRI) : >75

LIGHTING EFFICIENCY : 80 LM/W
SIZE DIMENSION : H110mm X D60mm

540.54

MODEL : TGB - 7E - AEYY - PW

BASE TYPE : E27 / E26 / B22

INPUT VOLTAGE : AC200-265V 50/60Hz
WORKING TEMPERATURE (C" : -30 ~ 50

LIFE SPAN : >40000hrs

LUMINOUS FLUX : 600Im

COLOR TEMPERATURE : 5500-6500K
POWER WATTAGE : 7TW
RENDERING INDEX (CRI) : >75

LIGHTING EFFICIENCY : 85 LM/W
SIZE DIMENSION : H110mm X D60mm

540.54

MODEL : TGB - 9E - AEYY - WW

BASE TYPE : E27 / E26 / B22

INPUT VOLTAGE : AC200-265V 50/60Hz
WORKING TEMPERATURE (C" : -30 ~ 50

LIFE SPAN : >40000hrs

LUMINOUS FLUX: 720Im

COLOR TEMPERATURE : 2700-3500K
POWER WATTAGE : 9W
RENDERING INDEX (CRI) : >75

LIGHTING EFFICIENCY : 80 LM/W
SIZE DIMENSION : H110mm X D60mm

617.74

MODEL : TGB - 9E - AEYY - PW

BASE TYPE : E27 / E26 /| B22

INPUT VOLTAGE : AC200-265V 50/60Hz
WORKING TEMPERATURE (C" : -30 ~ 50

LIFE SPAN : >40000hrs

LUMINOUS FLUX : 770Im

COLOR TEMPERATURE : 5500-6500K
POWER WATTAGE : 9W
RENDERING INDEX (CRI) : >75

LIGHTING EFFICIENCY : 85 LM/W
SIZE DIMENSION : H110mm X D60mm

617.74




20.LED SENSOR BULB

Date : 1 October 2013

ITEM

KIND OF PRODUCT

SPECIFICATION

MARKET PRICE IN
CATALOG

MODEL : TGBX - 6E - AE27 - WW

BASE TYPE : E27 / E26 / B22

INPUT VOLTAGE : AC200-265V 50/60Hz
WORKING TEMPERATURE (C') : -30 ~ 50
LIFE SPAN : >30000hrs

LUMINOUS FLUX : 370Im

COLOR TEMPERATURE : 2700-3500K
POWER WATTAGE : 6W

RENDERING INDEX (CRI) : >75
SENSING DISTACE : within 4m

SENSING ANGLE : >140 degree

1,132.5

MODEL : TGBX - 6E - AE27 - PW

BASE TYPE : E27 / E26 / B22

INPUT VOLTAGE : AC200-265V 50/60Hz
WORKING TEMPERATURE (C') : -30 ~ 50
LIFE SPAN : >30000hrs

LUMINOUS FLUX : 370Im

COLOR TEMPERATURE : 5500-6500K
POWER WATTAGE : 6W

RENDERING INDEX (CRI) : >75
SENSING DISTACE : within 4m

SENSING ANGLE : >140 degree

1,132.5

MODEL : TGBX111 - 6E - AE27

':ui‘._-
by

BASE TYPE : E27

INPUT VOLTAGE : AC200-265V 50/60Hz
POWER WATTAGE : 6W

LUMINOUS FLUX : <580Im

RENDERING INDEX (CRI) : >80

COLOR TEMPERATURE : 2700-3500K or 5500-6500K
LIFE SPAN : >30000hrs

DIMENSION : H120mm X D60mm

SENSING METHOD / DISTACE : LIGHT >10lux
SENSING ANGLE : >140 degree

MATERIAL : ALUMINIUM ALLOY + PC

1,008.1

MODEL : TGBX112 - 6E - AE27

L

——

ﬂ

|

BASE TYPE : E27

INPUT VOLTAGE : AC200-265V 50/60Hz
POWER WATTAGE : 6W

LUMINOUS FLUX : <580Ilm

RENDERING INDEX (CRI) : >80

COLOR TEMPERATURE : 2700-3500K or 5500-6500K
LIFE SPAN : >30000hrs

DIMENSION : H128mm X D60mm

SENSING METHOD / DISTACE : MOTION <7m
SENSING ANGLE : >140 degree

MATERIAL : ALUMINIUM ALLOY + PC

1,355.6

MODEL : TGBX122 - 8E - 3AE27

BASE TYPE : E27

INPUT VOLTAGE : AC200-265V 50/60Hz
POWER WATTAGE : 6W

LUMINOUS FLUX : <580Ilm

RENDERING INDEX (CRI) : >80

COLOR TEMPERATURE : 2700-3500K or 5500-6500K
LIFE SPAN : >30000hrs

DIMENSION : H100mm X D73mm

SENSING METHOD / DISTACE : MOTION <7m
SENSING ANGLE : >140 degree

MATERIAL : ABS + PC

1,501.5




21.LED PL LIGHT

Date : 1 October 2013

ITEM

KIND OF PRODUCT

SPECIFICATION

MARKET PRICE IN
CATALOG

MODEL : TGPLC - 6E - AG24

G24(2PING)' G24(4PINS)

INPUT VOLTAGE : AC200-265V 50/60Hz
WATTAGE : 6W

LED QUANTITY : 28PCS SMD5050
LUMENS : 500-540 LM

COLOR TEMPERATURE : 2700-6500K
LAMP BASE : G24 (2 PINS OR 4 PINS)
DIMENSION : H121mm X D35mm

849.47

MODEL : TGPLC - 8E - AG24

G24(2PINS) G24(4PINS)

INPUT VOLTAGE : AC200-265V 50/60Hz
WATTAGE : 8W

LED QUANTITY : 36PCS SMD5050
LUMENS : 500-540 LM

COLOR TEMPERATURE : 2700-6500K
LAMP BASE : G24 (2 PINS OR 4 PINS)
DIMENSION : H121mm X D35mm

943.8(

MODEL : TGPLC - 10E - AG24

G2A(2PINS)' G24(4PINS)

INPUT VOLTAGE : AC200-265V 50/60Hz
WATTAGE : 10W

LED QUANTITY : 48PCS SMD5050
LUMENS : 500-540 LM

COLOR TEMPERATURE : 2700-6500K
LAMP BASE : G24 (2 PINS OR 4 PINS)

DIMENSION : H161mm X D35mm

1,132.5¢

MODEL : TGPLC - 13E - AG24

G24(2PINS) ' G24(4PINS)

INPUT VOLTAGE : AC200-265V 50/60Hz
WATTAGE : 13W

LED QUANTITY : 60PCS SMD5050
LUMENS : 500-540 LM

COLOR TEMPERATURE : 2700-6500K
LAMP BASE : G24 (2 PINS OR 4 PINS)
DIMENSION : H161mm X D35mm

1,218.3¢

MODEL : TGPLC - 6E - AE27

INPUT VOLTAGE : AC200-265V 50/60Hz
WATTAGE : 6W

LED QUANTITY : 28PCS SMD5050
LUMENS : 500-540 LM

COLOR TEMPERATURE : 2700-6500K
LAMP BASE : E27

DIMENSION : H127mm X D35mm

815.1¢




21.LED PL LIGHT

Date : 1 October 2013

ITEM

KIND OF PRODUCT

SPECIFICATION

MARKET PRICE IN
CATALOG

MODEL : TGPLC - 8E - AE27

INPUT VOLTAGE : AC200-265V 50/60Hz
WATTAGE : 8W

LED QUANTITY : 36PCS SMD5050
LUMENS : 500-540 LM

COLOR TEMPERATURE : 2700-6500K
LAMP BASE : E27

DIMENSION : H127mm X D35mm

900.99

MODEL : TGPLC - 10E - AE27

INPUT VOLTAGE : AC200-265V 50/60Hz
WATTAGE : 10W

LED QUANTITY : 48PCS SMD5050
LUMENS : 500-540 LM

COLOR TEMPERATURE : 2700-6500K
LAMP BASE : E27

DIMENSION : H166mm X D35mm

1,115.4

MODEL : TGPLC - 13E - AE27

E27

INPUT VOLTAGE : AC200-265V 50/60Hz
WATTAGE : 13W

LED QUANTITY : 60PCS SMD5050
LUMENS : 500-540 LM

COLOR TEMPERATURE : 2700-6500K
LAMP BASE : E27

DIMENSION : H166mm X D35mm

1,201.2




22.R7S LED LAMP

Date : 1 October 201

ITEM

KIND OF PRODUCT

SPECIFICATION

MARKET PRICE IN
CATALOG

MODEL : TGRS - 5E - 3A

INPUT VOLTAGE : AC200-265V 50/60Hz
WATTAGE : 5W

LED QUANTITY : 24PCS SMD5050
LUMENS : 430-440 LM

COLOR TEMPERATURE : 2700-6500K
LAMP BASE : R7S

DIMENSION : 78x54x35mm (L*W*H)

755.04

MODEL : TGRS - 8E - 5A

INPUT VOLTAGE : AC200-265V 50/60Hz
WATTAGE : 8W

LED QUANTITY : 36PCS SMD5050
LUMENS : 660-700 LM

COLOR TEMPERATURE : 2700-6500K
LAMP BASE : R7S

DIMENSION : 118x54x35mm (L*W*H)

1,055.34

MODEL : TGRS - 10E - 5A

INPUT VOLTAGE : AC200-265V 50/60Hz
WATTAGE : 10W

LED QUANTITY : 42PCS SMD5050
LUMENS : 800-850 LM

COLOR TEMPERATURE : 2700-6500K
LAMP BASE : R7S

DIMENSION : 118x54x35mm (L*W*H)

1,209.7

MODEL : TGRS - 13E - 8A

INPUT VOLTAGE : AC200-265V 50/60Hz
WATTAGE : 13W

LED QUANTITY : 60PCS SMD5050
LUMENS : 1080-1100 LM

COLOR TEMPERATURE : 2700-6500K
LAMP BASE : R7S

DIMENSION : 189x54x35mm (L*W*H)

1,372.8




